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1  PRODUCT DESCRIPTION 

TROI’s Adhesive_Paint two part epoxy resin provides unparalled tag bonding to metals, plastics, concrete 

and fiberglass (to name just a few) in rugged or hazardous use-areas; on and under the ocean, in the desert 

or on the arctic ice. It has been commercially proven in maritime vessel and riser stack oil and gas applica-

tions.  

AP-1 starts to harden in about a 1 minute, with a pot-life of 5 minutes—once fully cured, it provides a per-

manent bond. One of the features of AP-1 is its ability to fill in cracks and crevices, which protects surfaces.  

2  SPECIFICATIONS 

 
 
 

Pot time  

Depending on temperature 

Mixing occurs in nozzle: 1 
– 5 minutes .  

Reusable cartridge; six-
month store time, if stored 
in cool dry place.  

Application (set-up) time Approx. 1 minute 
Temperature dependent; 
minimum temperature ≥ 
55 deg F 

Full-cure time 24 hours 
Temperature must be 
above 55 deg F, non-
condensing. 

NOTE: All specifications, below, are after full-cure time. 

Compression Strength 4200 PSI ASTM-C579-91 

Density 50 lbs per cubic ft ASTM-C118-92 

Flexible Strength 1525 PSI ASTM-C580—93 

Insulation Test Pass ASTM-C5 18-91 

Air Filtration PSF 12.00PSF ASTM-E283 

Water Infiltration 12 PSF ASTM-E331 

Uniform Static/Cyclic load 60 PSF Design Pressure ASTM-E330 PA-203 

Static Load Sheer Wall test 16,438 lbs no cracks ASTM-564-76(84) 

Fire Test A-rating ASTM E-84-05 

Weather UB Rating 10 (scale 0-10) ASTM G53-77(26) 

Durometer (Hardness) 
Rating 20-75, depending 
on application 

ASTM-D 

Pull-off Strength 3,822 PSI avg ASTM-4541-02 
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3  COMPONENTS / PART NUMBERS 
TROI offers the adhesive_paint, the dual-tube manual dispenser and disposable tips. 

  NOTE: Parts may not be exactly as shown in pictures 

 

V TROI  adhesive_paint……………….. part number: AP-1 

 

 

V TROI  dual-tube manual dispenser…part number: AP-2 

 

 

 

V TROI  disposable tips………………...part number: AP-3 

 

4  APPLICATION INFORMATION 

4.1  PREPARE YOURSELF 

Wear latex gloves and appropriate protection for your clothes / shoes. 

NOTE: Once the adhesive_paint dries, it is very difficult to remove. 
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4.2  PREPARE THE SURFACE 
To assure that the tag stays attached, clean the surface the tag is to be mounted to. 

V Using either a wire or plastic-bristle brush (or other appropriate tool) remove rust, loose or flaking 
paint, or any other surface debris. 

NOTE: Extraordinary surface cleaning is not required because the adhesive_paint backfills surface 
defects (including pitted surfaces) – once the surface debris has been removed. 

V If needed, and once the surface is free of major debris, use an appropriate cleaning agent and cloth if 
there is any liquid (oil, water, etc.) or dust on the mounting surface. 

  

 

 

 

 

 

 

 

 

4.3  PREPARE THE CARTRIDGE AND DISPENSER 

Remove the screw cap and protector tip from the cartridge (save the cap and protector tip as they will be 
used to reseal the cartridge when done). Then attach the disposable mixing nozzle to the cartridge using 
the screw cap previously removed. Now slide the head of the assembled cartridge into the slot on the dis-
pensing gun. 
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V Fresh tip / first time use: With the nozzle on the cartridge, and the cartridge in the dispensing gun, 
squeeze out and discard at least 10 inches of adhesive_paint to assure mixing. Then let the gun sit for 
at least 1 minute for the adhesive to start to activate. 

¶ NOTE: Squeeze the adhesive_paint into something that will catch it and can then be dis-

posed of easily – remember, it will stick immediately and start to harden within 1 minute. 

V After adhesive activation use: Once the adhesive_paint has been activated, the gun can then be used 
continuously. 

¶ NOTE: Squeeze out a minimal amount of adhesive_paint every 5—10 minutes to avoid 

blocking the tip. 

4.4  APPLYING THE ADHESIVE_PAINT TO THE PART / MOUNTING SURFACE 

V Once mixing is assured and the part is applied to the mounting surface, squeeze out the adhe-
sive_paint onto the part. 

 

 

 

 

 

V Dispense additional adhesive_paint (if necessary) and fully cover the tag (including edges) and “paint” 
the surrounding mounting surface. 

V DONE! 

 

5  APPLICATION PHOTOôS 
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6  APPLICATION VIDEOôS ( 
Taking a 16 oz ball-peen hammer to the painted tag with no cracking of the paint or damage to the tag. 

http://www.youtube.com/watch?v=VzGoj5MdlZk  

 

Applying a cutting torches’ flame to the paint – with no damage to the tag. 

http://www.youtube.com/watch?v=HPS8SFGRoDQ 

 

Wiping off the flame char – no damage to the tag. 

http://www.youtube.com/watch?v=n-FRghC7cs8 

 

2 videos: 1) Using the adhesive_paint to apply a magnetic tag to a metal cylinder 2) Applying a tag to an over-
head beam. 

http://www.youtube.com/watch?v=6olWAfafqHM 

 

7  CONTACTING TROI LLC 
For additional information and technical support contact: 

TROI LLC 

311 Drury Lane 

Mauldin, SC 29662 

pat@troirfid.com 

www.troirfid.com 

 

ADVISORY 

Although any information, recommendations, or advice contained herein is given in good faith, TROI LLC 
makes no warranty or guarantee, express or implied, (i) that the results described herein will be obtained un-
der end-use conditions, or (ii) as to the effectiveness or safety of any design incorporating its products, mate-
rials, services, recommendations or advice. Except as provided in TROI LLC standard conditions of sale, 
TROI LLC and its representatives shall in no event be responsible for any loss resulting from any use of its 
materials, products or services described herein. 

--- END --- 
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